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Console brackets
	 The width of the scaffolding can be increased internally and externally using console 

brackets 0.36 m wide or 0.73 m. You can use the 0.36 m console brackets to increase 
the width of the inside of the scaffolding for each deck and of the outside of the deck 
from 4 m height. You can use the 0.73 m console brackets with diagonal supports to 
increase the width of the outside of the scaffolding at the top deck. Each pair of stan-
dards must be secured at a bracket level and at a platform level 2 m underneath.

Protective roof brackets
	 Where the protective roof brackets are used to build an external guard against falling 

objects, each pair of standards must be secured at a bracket level and at the platform 
level underneath. They must be fitted at a minimum height of 4 m in the recess in the 
frame gussets. Alu-combi decks are used for covering.
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Wall anchors

Short wall anchors

Long wall anchors

Max 30 cm

Max 30 cm
Max 30 cm

Max 30 cm

Fork
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The triangle brackets are also only attached to the inner standards on the frames. They 
absorb the attachment forces square and parallel to the façade.

The wall brackets must be connected close to the connection point (intersecting point
standards-decking). Use a double coupler 48-48 with valid inspection mark as connection.

F

F

</=0,3m

Triangle brackets

Max 30 cm
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Locking of scaffolding components to avoid lift-off
The decking is locked against lift-off by the lower U-transom of the overhead scaffolding 
frame.

Locking against lift-off

Locking pin 
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Base equipment

Length Weight Description Item no.

Scaffolding frame
Aluminium
Width: 73 cm

100.200
100.100 
100.066 

200 cm
100 cm
66 cm

9,30 kg
6,30 kg
4,90 kg

Double guard rails
Aluminium

101.157 
101.207 
101.257 
101.307 

157 cm
207 cm
257 cm
307 cm

3,80 kg
4,50 kg
5,40 kg
6,00 kg

Guard rail post with lock 
against lift-off
Aluminium
Width: 73 cm

Guard rail post
Aluminium

102.073 
103.100 

100 cm 2,70 kg
2,30 kg

End toe board
Hot galvanized

107.073 73 cm 4,00 kg

End guard rail 
Hot galvanized

107.074 73 cm 2,20 kg

Single guard rail
Hot galvanized

114.073 
114.109 
114.157 
114.207 
114.257 
114.307 

73 cm
109 cm
157 cm
207 cm
257 cm
307 cm

1,40 kg
2,10 kg
3,10 kg
3,90 kg
4,50 kg
5,40 kg
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Base equipment

Length Weight Description Item no.

Diagonal brace
Hot galvanized
Dimensions are for bay 
lengths and height 2.0 
metres.

104.157 
104.207 
104.257 
104.307 

157 cm
207 cm
257 cm
307 cm

6,00 kg
6,60 kg
7,70 kg
8,80 kg

Wall tie 
Hot galvanized

112.030
112.045 
112.130 

30 cm
45 cm

130 cm

1,30 kg
1,85 kg
4,80 kg

Double coupler
Hot galvanized

800.019 
800.022 
800.023  

1,20 kg
1,20 kg
1,20 kg

Aluminium deck
With plywood finish.
For > 2 kN/m2 load

300.073  
300.109  
300.157  
300.207  
300.257  
300.307  

73 cm
109 cm
157 cm
207 cm
257 cm
307 cm

6,70 kg
9,10 kg

12,70 kg
16,10 kg
20,20 kg 
23,90 kg

Aluminium deck
with perforated aluminium finish.
For > 2 kN/m2 load

301.073
301.109
301.157
301.207
301.257
301.307

73 cm
109 cm
157 cm
207 cm
257 cm
307 cm

5,75 kg
8,00 kg

11,60 kg
14,60 kg
17,90 kg 
20,90 kg

Aluminium deck with perforated
surface making it non-slip and 
safe
to walk on.
For > 2 kN/m2 load

314.157 
314.207  
314.257  
314.307  

157 cm
207 cm
257 cm
307 cm

7,90 kg
9,70 kg

11,80 kg
13,60 kg
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Base equipment

Base jack, swivel
Hot galvanized

Length Weight Description Item no.

Base jack
Hot galvanized

111.040 
111.060 
111.080 

111.081 

40 cm
60 cm
80 cm

80 cm

2,90 kg
3,50 kg
4,20 kg

5,00 kg

Base plate
Hot galvanized

111.001 1,10 kg

Access deck of aluminium with 
hatch and ladder with plywood 
finish complete with fixed ladder.
For load class 3, (2.0 kN/m2).

405.257  
405.307  

257 cm
307 cm

24,95 kg
28,30 kg

Access deck of aluminium with 
hatch with plywood finish com-
plete with fixed ladder.
For load class 3, (2.0 kN/m2).

413.207  
413.257 
413.307  

207 cm
257 cm
307 cm

15,05 kg
23,85 kg
20,46 kg

Aluminium combi access deck/
ladder  with perforated aluminium 
finish.
For load class 3, (2.0 kN/m2).

406.257
406.307

257 cm
307 cm

23,30 kg
25,95 kg

Alu-combi deck with hatch
with perforated aluminium finish.
For load class 3, (2.0 kN/m2).

414.257
414.307

257 cm
307 cm

19,01 kg
21,65 kg
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Base equipment

Length Weight Description Item no.

Steel ladder for frame
and access deck 200
aluminium

412.001215 cm 4,10 kg

Locking pin 
Hot galvanized

113.0000,13 kg

Toe board 108.073 
108.109 
108.157 
108.207 
108.257 
108.307 

73 cm
107 cm
157 cm
207 cm
257 cm
307 cm

1,60 kg
2,20 kg
3,40 kg
4,80 kg
5,50 kg
7,00 kg

Toe board for end 108.064 73 cm 1,60 kg

Walk through frames
Hot galvanized

116.11738,00 kg
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Base equipment

Length Weight Description Item no.

Console bracket 73
Hot galvanized
For load class 3, (2.0 kN/m2).

109.07373 cm 6,30 kg

Console bracket 36
Hot galvanized
For load class 3, (2.0 kN/m2).

109.03636 cm 3,50 kg

Safety roof top section
2-deck, hot galvanized

109.06565 cm 2,00 kg

Fall arrest mesh post for 2 
mesh panels, hot galvanized

103.200 200 cm 13,90 kg

Top end guard frame
Aluminium

103.073 73 cm 4,70 kg
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Base equipment

Length Weight Description Item no.

Deck rail
Hot galvanized

102.072 4,60 kg

Half guard rail coupler
Hot galvanized

805.019 
805.022

1,20 kg
1,20 kg

Aluminium staircase guard 
rail, outside 

403.257 
403.307 

257 cm
307 cm

5,50 kg
6,20 kg

Aluminium staircase for
U-adapter, width 62 cm.

400.257
400.307

257 cm
307 cm

24,20 kg
29,00 kg

Scaffold tie, Fork
Hot galvanized

112.08080 cm 3,70 kg
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Observations
	
	 Other system independent accessories such as scaffolding tubes and couplers may 

only be used under the condition that these are type tested for use with scaffolding in 
line with applicable regulations, and that they do not jeopardise the bearing capacity.

	 Installation and dismantling of Monzon Frame® scaffolding may only be carried out by 
persons with the requisite professional expertise. In this connection the ”Protection 
and safety rules for scaffolding installation” must be carefully observed along with 
Arbetsmiljöverkets AFS 1999:12 Scaffolding.

	 Damaged scaffolding components must not be used, and must be replaced with com-
ponents with no defects. 

	 Warning for snow and ice. Extreme weather conditions in winter may occur with snow-
falls in the form of loose snow that does not weigh too much, but when there is a 
change in the weather and rain starts to fall, this snow gets really heavy. It is therefore 
important to clear this snow immediately. There may even be freezing rain that covers 
the scaffolding in ice. This must be dealt with straight away by sanding the platforms. 
As regards the wind load for unprotected scaffolding, wall anchors must be fitted every 
four metres as shown in the installation instructions, and as close to the frame joints 
as possible using approved expander bolts where the tensile force has been checked. 
Covered scaffolding is estimated from case to case. The scaffolding may be erected 
using components from other scaffolding systems with the same modular dimensions. 
Any scaffolding couplers used must be type tested. The scaffolding material must be 
routinely inspected for damage. Decks with plywood surfaces should be checked extra 
carefully after five years service, and the plywood replaced. 

	 We hope that these installation instructions have been helpful, if you have any further 
questions please contact Mon.Zon AB. We are always ready to help.
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Notes
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Certificate / Type examination certificate  Other instructions

1.	 Permitted construction height for load class 3, (2.0 kN/m2) is 29 m.	

2.	 Covered scaffolding is estimated from case to case.

2.	 Tubular couplers used must be type tested.

3.	 Scaffolding material must be marked with Monzon’s own marking and year of manufacture.

4.	 Mon.Zon AB provides technical help to all our customers.

Explanation for the permitted load: 		 2.0 kN = weight of 200 kg
		3  .0 kN = weight of 300 kg. 

We hope that these installation instructions have been helpful. If you have any questions 
simply get in touch with Monzon AB. We are always ready to help. We reserve the right to 
change technical details and measurements. All dimensions, weights and data information 
are standard values.

Tel: +46 (0)31-773 04 30 | Fax: +46 (0)31-773 04 31 | E-mail: info@monzon.se | Web: www.monzon.se
Mon.Zon AB, Box 5238, S-402 24 Göteborg, SWEDEN


